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CCR No. 96-1167 Logged Date 10/9/96 Rev. - Request Type CCR
Priority Routine |:| Urgent|:| Emergency Affected Release Change Class |1

Title (description) Configure FOS SGI Indy “luey”

Documents Affected

Tech Reference

Source Nos (RID, NCR, Action Item, GSFC CCR, etc.) or

RTM Change |:|

Start New Baseline |:|

Problem

FOS had an SGI Indy placed in room 1105 per CCR 96-1004, but it still needs to be configured.

Proposed Solution

Configure the FOS SGI “luey” using the attached guidelines.

Impact Analysis:
Organizations Affected:

QA[] Rel. A[]

BOO |:|
Rel. B |:|

Contracts |:|
Rel. IR1 I:I

ESO |:|
MRS |:|

FOS
SMO |:|

M&O |:|
Subconts |:|

Al I:l Other
Cost: None
Schedule: None |:|

Additional LOC

Small |:|

(Not exceeding $100,000)

Other ASAP

Medium |:|

($100,000 to $500,000)

Man-Months

Large |:|

(Over $500,000)

Materials

Originator Douglas M. Smith

Signature Date
Office FOS Office Manager

Signature Date
Disposition Approved I:I Approved w/Comment I:l Forward I:l Disapproved I:l
Comments:

CCB Chairperson

Signature

Date

CMO01JU96

ECS




FOS SGI Indy Configuration

Location: FOS mini-EOC, Rm 1105 (already in place)
Network: FOS Ethernet, subnet 155.157.100.X
Name: luey

File Systems:
100 MB swap space on each disk

/ 100 MB
lusr 1.2GB
Itmp 100 MB
Ivar 100 MB
/data rest of first 2GB disk
/datal whole second 2GB disk (except swap space)
COTS: Product Version Patches
OS (install all IRIX 6.2 (will be provided at a later time)

optional packages)
X/Motif Dev. & RT  1.2.4

X11R5

X11R6 (default load in standard location)

MIPSpro 7.0

ClearCase 2.1 2.1-192 (mega patch)

standard automount configuration (/tools, /net, etc.)



